PROIECT Nr. 57/2010
APARARI DE MALURI
PUNCT SAVU - STRADA MURELOR
COMUNA CORNU - JUDETUL PRAHOVA

CANTITATI LUCRARI

ZIDURI DE SPRUJIN:

Amonte podet, mal dreapta: L=8,00m; He =1,00 + 2,00 m; He med. = 1,50 m;
Amonte podet, mal sténga: L=8,00m; He =1,00 + 2,00 m; He med. = 1,50 m;
Demolare zid sprijin degradat: L=2,00m; He =2,00 m;

Aval podet, mal stanga: L=8,00m; He =1,00 + 2,00 m; He med. = 1,50 m;

TOTAL ZIDURI DE SPRWJIN: L =24,00 m; He med. = 1,50 m

APARARI DE  MALURI- STANGA STRADA MURELOR:

Gabioane cu bolovani de rau:

-L =17,00 m; He = 2,00 m — mal dreapta:
-SG1-400x 250 x50: 3 trons.
-SG2-500x 250 x50: 1 trons.
- G1-400x 150 x 100: 3 trons.
- G3-500x 150 x 100: 1 trons.
- G2-400x 100 x 100: 3 trons.
- G4-500x 100 x 100: 1 trons.

-L =16,00 m; He = 1,00 m — mal stanga:
-SG 1-400x 250 x 50: 4 trons.
- G2-400x100x 100: 4 trons.

-L =20,00 m; He = 2,00 m — mal dreapta:
-SG1-400x 250 x 50: 5 trons.
- G1-400x 150 x 100: 5 trons.
- G2-400x 100 x 100: 5 trons.

-L =12,00 m; He = 1,50 m — mal dreapta:
-SG1-400x 250 x 50: 3 trons.
- G5-400x150x75: 3 trons.
- G6-400x100x 75: 3 trons.

-L =41,00 m; He = 1,00 m — mal dreapta:
-SG1-400x 250 x50: 9 trons.
-SG2-500x 250 x 50: 1 trons.
- G2-400x 100 x 100: 9 trons.
- G4-500x 100 x 100: 1 trons.

-L =4,00 m; He = 1,00 m — mal dreapta:
-SG 1-400x 250 x 50: 1 trons.
- G2-400x 100 x 100: 1 trons.



-L =18,00 m; He = 2,00 m — mal dreapta:
-SG1-400x 250 x50: 2 trons.
-SG2-500x 250 x50: 2 trons.
- G1-400x 150 x 100: 2 trons.
- G3-500x 150 x 100: 2 trons.
- G2-400x 100 x 100: 2 trons.
- G4-500x 100 x 100: 2 trons.

TOTAL GABIOANE:
-SG1-400x 250 x 50: 27 trons.
-SG2-500x250x50: 4trons.
- G1-400x 150 x 100: 10 trons.
- G2-400x 100 x 100: 24 trons.
- G3-500x150x100:  3trons.
- G4-500x100x100: 4 trons.
- G5-400 x 150 x 75: 3 trons.
- G6-400 x 100 x 75: 3 trons.

PARAPET METALIC DEFORMABIL:

Stanga strada Murelor: L =156,00 m
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